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ATTRIBUTE VALUES
Wattages 18W, 21W, 24W, 27W, 30W, 33W
Efficacy 120Im/W

Correlated Colour Index
(CRI)

CRI: >80, CRI: >90

MacAdam Ellipse (SDCM)

SDCM: <4, SDCM: <3

IP Rating IP40, IP54

IK Rating IKO6

Voltage AC220-240V, 50/60Hz

Light Source & Brand LED: SMD 2835

Driver VSI Flicker Free

Size - Length Length: 1195mmL

Size - Width Width: 295mmW

Size - Height Height: 25mmH

Weight Weight: 2.31kg

Beam Angle Beam Angle: 90°, Beam Angle: 120°

Dimming Options

Non-Dimmable, Triac Dimmable, 0-10V Dimmable, DALI Dimmable

Material of Housing

Housing Material: Aluminium

Material of Optics

Optics Material: PMMA

Corrosion Resistance

Corrosion Resistance: C4

Operating Temperature

Operating Temperature: -30°C to +40°C

Trim / Outer Colour

Trim/Outer: White

Reflector / Internal
Colour

Reflector/Internal: Opal

Correlated Colour
Temperature (CCT)

CCT: 3000K, CCT: 4000K, CCT: 5000K, CCT: 3CCT: 3000K+4000K+5000K

Mounting Options

Surface Mounted, T-Bar Recessed, Plaster Recessed

Lens Options

Frosted PMMA Lens, MicroPrismatic Diffuser

Lifetime

Reported L80 @ 105° >102,000 Hrs - As outlined within IESNA Standards, Projected Lifetime

can be up to 6 x the reported lifetimes

Product Options

ATTRIBUTE

VALUES
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Australian EcoTech Solutions

‘ AE S 1/123 Merrindale Drive
Croydon South VIC 3136
Australian EcoTech Solutions .

Australia

ATTRIBUTE VALUES
Size - Length Length: 1195mmL
Size - Height Height: 25mmH
Beam Angle Beam Angle: 90°, Beam Angle: 120°
Dimming Options Non-Dimmable, Triac Dimmable, 0-10V Dimmable, DALI Dimmable
Material of Housing Housing Material: Aluminium
Operating Temperature Operating Temperature: -30°C to +40°C

Certification and Compliance

90° 120°
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Australia

Panel Surface Mount Frame 1200L

Technical Specifications

ATTRIBUTE VALUES
Size - Length Length: 1200mmL
Size - Width Width: 150mmW, Width: 300mmW, Width: 600mmW
Product Options
ATTRIBUTE VALUES
Size - Length Length: 1200mmL
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Certification and Compliance
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Lyle Series - 6880

Technical Specifications
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Australian EcoTech Solutions
1/123 Merrindale Drive
Croydon South VIC 3136
Australia

Australian EcoTech Solutions

ATTRIBUTE VALUES

Wattages 8W, 10W, 12W, 14W, 16W, 18W, 20W, 22W, 24W, 26W, 28W, 30W, 32W, 34W, 36W,
38W, 40W

Efficacy 80Im/W, 105Im/W

(CCoRrIr)eIated Colour Index CRI: >90

MacAdam Ellipse (SDCM) | SDCM: <5

IP Rating IP20, IP44

Voltage AC220-240V

Light Source & Brand

LED: Lumileds 2835

Driver Driver: BOKE, Driver: Tridonic

Size - Width Width: 68mmWwW

Size - Height Height: 80mmH

Weight 2.25kg/m £ 5%

Beam Angle Beam Angle: 90°, Beam Angle: 120°

Dimming Options

Non-Dimmable, 0-10V Dimmable, DALI Dimmable

Material of Housing

Housing Material: Aluminium

Operating Temperature

Operating Temperature: -20°C to +45°C

Trim / Outer Colour

Trim/Outer: White, Trim/Outer: Black, Trim/Outer: Silver, Trim/Outer: Custom Colour

Correlated Colour
Temperature (CCT)

CCT: 3000K, CCT: 3500K, CCT: 4000K, CCT: 5000K

Mounting Options Surface Mounted, Suspended, Wall Mounted, Zero Trim, Rod Suspended
Lens Options Polycarbonate Diffuser, MicroPrismatic Diffuser
Lifetime Reported L80 @ 85° >78,000 Hrs - As outlined within IESNA Standards, Projected Lifetime can
be up to 6 x the reported lifetimes
Product Options
ATTRIBUTE VALUES
Size - Height Height: 80mmH
Beam Angle Beam Angle: 90°, Beam Angle: 120°

Dimming Options

Non-Dimmable, 0-10V Dimmable, DALI Dimmable

Material of Housing

Housing Material: Aluminium

Operating Temperature

Operating Temperature: -20°C to +45°C
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Certification and Compliance

‘ ‘ 90° 120°
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Australian EcoTech Solutions

\\ Australian EcoTech Solutions

JG90 Downlight Macedon Ranges SP

Technical Specifications

1/123 Merrindale Drive
Croydon South VIC 3136
Australia

ATTRIBUTE

VALUES

Wattages

6W, 8W, 10W, 11W, 12W

Efficacy

90Im/W, 110lm/W

Correlated Colour Index (CRI)

CRI: >80, CRI: >90, CRI: >95

IP Rating IP20, IP54

Voltage AC220-240V

Light Source & Brand LED: Bridgelux COB, LED: Citizen COB, LED: Osram COB
Driver Driver: Lifud, Driver: Boke Flicker Free

Shape Round

Size - Diameter

Diameter: 43mm@, Diameter: 101mm®@, Diameter: 87.5mm@

Size - Height

Height: 53mmH, Height: 60mmH, Height: 108.5mmH

Cut Out Size - Diameter

Cut Out: 40mm@, Cut Out: 80mm®@, Cut Out: 90mm@

Trim / Outer Colour

Trim/Outer: White, Trim/Outer: Black, Trim/Outer: Silver, Trim/Outer: Charcoal,

Trim/Outer: Gold

Mounting Options

Recessed

Beam Angle

Beam Angle: 10°, Beam Angle: 18°, Beam Angle: 24°, Beam Angle: 36°, Beam Angle: 60°,

Beam Angle: Wall Washer

Dimming Options

Non-Dimmable, Triac Dimmable, 0-10V Dimmable, DALI Dimmable

Correlated Colour
Temperature (CCT)

CCT: 2700K, CCT: 3000K, CCT: 3500K, CCT: 4000K, CCT: 5000K, CCT: 5700K, CCT:

6500K
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Australian EcoTech Solutions

‘ AE S 1/123 Merrindale Drive
\ \ Croydon South VIC 3136

Australian EcoTech Solutions .
Australia

ATTRIBUTE VALUES
Material of Housing Housing Material: Aluminium
Operating Temperature Operating Temperature: -20°C to +40°C
Product Options
ATTRIBUTE VALUES
Size - Diameter Diameter: 43mm@, Diameter: 101mm@, Diameter: 87.5mm®@
Size - Height Height: 53mmH, Height: 60mmH, Height: 108.5mmH
Beam Angle Beam Angle: 10°, Beam Angle: 18°, Beam Angle: 24°, Beam Angle: 36°, Beam Angle: 60°, Beam Angle:
Wall Washer

Dimming Options Non-Dimmable, Triac Dimmable, 0-10V Dimmable, DALI Dimmable

Material of Housing | Housing Material: Aluminium

Operating Operating Temperature: -20°C to +40°C
Temperature

Certification and Compliance

60°
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Australian EcoTech Solutions
1/123 Merrindale Drive
Croydon South VIC 3136
Australia

3A12 Downlight Macedon Ranges SP

Technical Specifications

ATTRIBUTE

VALUES

Wattages

14W, 16W, 18W, 20W

Efficacy

100Im/W, 110Ilm/W

Correlated Colour Index (CRI)

CRI: >80, CRI: >83, CRI: >92

MacAdam Ellipse (SDCM)

SDCM: <3, SDCM: <2

IP Rating IP20, IP65
Voltage AC220-240V
Power Factor - TO BE REMOVED PF: >0.9
Light Source - TO BE REMOVED SMD

Driver

Driver: Archi, Driver: Boke Flicker Free

Size - Diameter

Diameter: 115mm@, Diameter: 145mm@

Size - Height

Height: 55mmH, Height: 69mmH

Cut Out Size - Diameter

Cut Out: 90mm@, Cut Out: 130mm@

Mounting Options

Recessed

Beam Angle

Beam Angle: 90°, Beam Angle: 120°

Dimming Options

Non-Dimmable, Triac Dimmable, 0-10V Dimmable, DALI Dimmable

Correlated Colour Temperature (CCT)

CCT: 2700K, CCT: 3000K, CCT: 3500K, CCT: 4000K, CCT: 5000K, CCT: 5700K

Lens Options

Frosted PMMA Lens, Clear Glass Lens
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Australian EcoTech Solutions
1/123 Merrindale Drive
Croydon South VIC 3136
Australia

ATTRIBUTE

VALUES

Material of Housing

Housing Material: Aluminium

Operating Temperature

Operating Temperature: -15°C to 40°C

Product Options

ATTRIBUTE

VALUES

Size - Diameter

Diameter: 115mm@, Diameter: 145mm®@

Size - Height

Height: 55mmH, Height: 69mmH

Beam Angle

Beam Angle: 90°, Beam Angle: 120°

Dimming Options

Non-Dimmable, Triac Dimmable, 0-10V Dimmable, DALI Dimmable

Material of Housing

Housing Material: Aluminium

Operating Temperature

Operating Temperature: -15°C to 40°C

Certification and Compliance

‘ 90°

120°
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Australian EcoTech Solutions
1/123 Merrindale Drive
Croydon South VIC 3136
Australia

HBLG22 Hight Bay Macedon Ranges SP

Technical Specifications

ATTRIBUTE
Wattages 152W, 154W, 156W, 158W, 160W, 162W, 164W, 166W, 168W, 170W, 172W, 174W, 176W,
178W, 180W, 182W, 184W, 186W, 188W, 190W, 192W, 194W, 196W, 198W, 200W
Efficacy 140lm/W, 160Im/W, 190Im/W
Correlated Colour CRI: >80
Index (CRI)
MacAdam Ellipse SDCM: <6
(SDCM)
IP Rating IP65
IK Rating IKO8, IK10
Voltage AC120-277V, 50/60Hz
Light Source & LED: Lumileds 2835
Brand
Driver Driver: SOSEN

Size - Diameter

Diameter: 320mm®@

Size - Height Height: 151mmH, Height: 152mmH
Weight Weight: 2.2kg
Beam Angle Beam Angle: 60°, Beam Angle: 90°, Beam Angle: 120°

Dimming Options

Non-Dimmable, 0-10V Dimmable, DALI Dimmable

Material of Housing

Housing Material: Die-Casting Aluminum
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ATTRIBUTE VALUES

Material of Optics Optics Material: Polycarbonate

Corrosion Corrosion Resistance: C5

Resistance

Operating Operating Temperature: -40°C to+50°C
Temperature

Trim / Outer Trim/Outer: Black

Colour

Reflector / Internal | Reflector/Internal: White
Colour

Correlated Colour CCT: 3000K, CCT: 4000K, CCT: 5700K, CCT: 6500K
Temperature (CCT)

Mounting Options Suspended, Wall Mounted, Ceiling Mounted

Accessories Microwave Sensor, PIR Sensor, IP65 Connectors, Aluminium Reflector, PC Reflector, Remote Control,
Chain
Lifetime Reported L80 @ 85° >102,000 Hrs - As outlined within IESNA Standards, Projected Lifetime can be

up to 6 x the reported lifetimes

Product Options
ATTRIBUTE VALUES
Size - Diameter Diameter: 320mm@
Size - Height Height: 151mmH, Height: 152mmH
Beam Angle Beam Angle: 60°, Beam Angle: 90°, Beam Angle: 120°
Dimming Options Non-Dimmable, 0-10V Dimmable, DALI Dimmable

Material of Housing Housing Material: Die-Casting Aluminum

Operating Operating Temperature: -40°C to+50°C
Temperature
Accessories Microwave Sensor, PIR Sensor, IP65 Connectors, Aluminium Reflector, PC Reflector, Remote

Control, Chain

Certification and Compliance

‘ ‘ ‘ A oo 20
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Australian EcoTech Solutions
1/123 Merrindale Drive
Croydon South VIC 3136
Australia

Profile - 1607

Technical Specifications

ATTRIBUTE

VALUES

Wattages

4.8W, 9.6W, 12W, 16.8W

Correlated Colour
Temperature (CCT)

CCT: 2300K, CCT: 2700K, CCT: 3000K, CCT: 3500K, CCT: 4000K, CCT: 6000K

Lumens 112Im/W @ 2300K, 129Im/W @ 2700K, 136Im/W @ 3000K, 139Im/W @ 3500K, 139Im/W
@ 4000K, 136Im/W @ 6000K

Product Code C8200-24v-8mm

Cutting Unit Cutting Unit: 5mm

Correlated Colour Index CRI: >90

(CRI)

MacAdam Ellipse (SDCM) SDCM: <2

Light Source & Brand LED: SMD

IP Rating IP20, IP65, IP67

Voltage DC 24V

LED's p/m LEDs/m: 200

Size - Width Width: 16mmwW

Size - Height Height: 7mmH

Trim / Outer Colour

Trim/Outer: White, Trim/Outer: Black, Trim/Outer: Silver

Mounting Options

Surface Mounted, Recessed

Beam Angle

Beam Angle: 110°
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‘ AE S 1/123 Merrindale Drive
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Australian EcoTech Solutions .
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ATTRIBUTE VALUES
Dimming Options Non-Dimmable, Triac Dimmable, 0-10V Dimmable, DALI Dimmable
Operating Temperature Operating Temperature: -25°C to 40°C
Product Options
ATTRIBUTE VALUES
Size - Height Height: 7mmH
Beam Angle Beam Angle: 110°
Dimming Options Non-Dimmable, Triac Dimmable, 0-10V Dimmable, DALI Dimmable
Operating Temperature Operating Temperature: -25°C to 40°C

Certification and Compliance

‘ ‘ ‘ ‘ 110°
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Australian EcoTech Solutions

1/123 Merrindale Drive

Croydon South VIC 3136
Australia
L-Tech Driver 24v- Non-Dimm 60W
Technical Specifications
ATTRIBUTE VALUES
Wattages 60W
Voltage DC 24V, AC100-240V
Dimming Options Non-Dimmable
Product Options
ATTRIBUTE VALUES

Dimming Options

Non-Dimmable

Certification and Compliance
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Australian EcoTech Solutions
1/123 Merrindale Drive
Croydon South VIC 3136

WPO09 Wall Light Macedon Ranges SP

Technical Specifications

Australia

ATTRIBUTE

VALUES

Wattages

14W

Efficacy

135Im/W

Correlated Colour Index (CRI)

CRI: >70, CRI: >80

IP Rating IP66

IK Rating IK10

Voltage AC220-240V
Light Source & Brand LED: SMD 2835
Driver Driver: Daemay
Size - Length Length: 237mmL
Size - Width Width: 138mmW
Size - Height Height: 212mmH

Trim / Outer Colour

Trim/Outer: Black

Mounting Options

Wall Mounted

Beam Angle

Beam Angle: 60°

Dimming Options

Non-Dimmable, 1-10V Dimmable, DALI Dimmable

Correlated Colour Temperature (CCT)

CCT: 3000K, CCT: 4000K, CCT: 5000K

Accessories

PhotoElectric Cell, 10kV Surge Protection Device
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Australian EcoTech Solutions

1/123 Merrindale Drive
Croydon South VIC 3136
Australia

ATTRIBUTE VALUES
Material of Housing Housing Material: Polycarbonate
Operating Temperature Operating Temperature: -30°C to +55°C
Product Options

ATTRIBUTE VALUES
Size - Length Length: 237mmL
Size - Height Height: 212mmH
Beam Angle Beam Angle: 60°
Dimming Options Non-Dimmable, 1-10V Dimmable, DALI Dimmable
Accessories PhotoElectric Cell, 10kV Surge Protection Device
Material of Housing Housing Material: Polycarbonate
Operating Temperature Operating Temperature: -30°C to +55°C

Certification and Compliance

‘ . 60°
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Brighton Series - 120W

Technical Specifications

ATTRIBUTE VALUES
Wattages 102W, 104W, 106W, 108W, 110W, 112W, 114W, 116W, 118W, 120W
Efficacy 140lm/W
Correlated CRI: >80
Colour Index
(CRI)

IP Rating IP66

IK Rating IKO9

Voltage AC100-277V

Driver Driver: Meanwell

Size - Length Length: 699mmL

Size - Width Width: 328mmWwW

Size - Height Height: 141mmH

Weight Weight: 7kg

Mounting Horizontal Pole Arms, Vertical Pole Arms
Options
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Australian EcoTech Solutions
1/123 Merrindale Drive
Croydon South VIC 3136
Australia

AES

Australian EcoTech Solutions

\

ATTRIBUTE VALUES
Beam Angle Beam Angle: 150°, Beam Angle: Type II-S - 151° x 81°, Beam Angle: Type II-M - 147° x 72°, Beam Angle:
Type llI-M - 156° x 71°, Beam Angle: Type IV-M - 100° x 65°
Dimming Non-Dimmable, DALI Dimmable
Options
Correlated CCT: 3000K, CCT: 4000K, CCT: 5000K, CCT: 5700K
Colour
Temperature
(CCT)

Accessories

Microwave Sensor, PIR Sensor, PhotoElectric Cell, 10kV Surge Protection Device, 20kV Surge
Protection Device, Short Circuit Cap

Material of Housing Material: Aluminium

Housing

Operating Operating Temperature: -40°C to+50°C

Temperature

IES Data AES-03-PLO1-G3B-30W Type II-S Axial, AES-03-PLO1-G3B-30W Type IV-M Axial, AES-03-PLO1-G3B-
30W Type IlI-M Axial, AES-03-PLO1-G3B-30W Type II-M Axial, AES-03-PLO1-G3B-30W Type TPV
Axial

Product Options

ATTRIBUTE VALUES

Size - Length | Length: 699mmL

Size - Height | Height: 141mmH

Beam Angle | Beam Angle: 150°, Beam Angle: Type II-S - 151° x 81°, Beam Angle: Type 1I-M - 147° x 72°, Beam Angle:

Type llI-M - 156° x 71°, Beam Angle: Type IV-M - 100° x 65°
Dimming Non-Dimmable, DALI Dimmable
Options

Accessories

Microwave Sensor, PIR Sensor, PhotoElectric Cell, 10kV Surge Protection Device, 20kV Surge Protection
Device, Short Circuit Cap

Material of Housing Material: Aluminium

Housing

Operating Operating Temperature: -40°C to+50°C

Temperature

IES Data AES-03-PLO1-G3B-30W Type II-S Axial, AES-03-PLO1-G3B-30W Type IV-M Axial, AES-03-PLO1-G3B-30W

Type IlI-M Axial, AES-03-PLO1-G3B-30W Type [I-M Axial, AES-03-PLO1-G3B-30W Type TPV Axial

Certification and Compliance
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Australian EcoTech Solutions
1/123 Merrindale Drive
Croydon South VIC 3136

Australia

PLO1 Carpark Pole 10000mm Macedon Ranges

SP

Technical Specifications

ATTRIBUTE

VALUES

Product Options

ATTRIBUTE

VALUES

Certification and Compliance
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Brighton Series - 100W

Technical Specifications

ATTRIBUTE VALUES
Wattages 82W, 84W, 86W, 88W, 90W, 92W, 94W, 96W, 98W, 100W
Efficacy 140lm/W
Correlated CRI: >80
Colour Index
(CRI)

IP Rating IP66

IK Rating IKO9

Voltage AC100-277V

Driver Driver: Meanwell

Size - Length Length: 699mmL

Size - Width Width: 328mmWwW

Size - Height Height: 141mmH

Weight Weight: 7kg

Mounting Horizontal Pole Arms, Vertical Pole Arms
Options
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1/123 Merrindale Drive
Croydon South VIC 3136
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AES

Australian EcoTech Solutions

\

ATTRIBUTE VALUES
Beam Angle Beam Angle: 150°, Beam Angle: Type II-S - 151° x 81°, Beam Angle: Type II-M - 147° x 72°, Beam Angle:
Type llI-M - 156° x 71°, Beam Angle: Type IV-M - 100° x 65°
Dimming Non-Dimmable, DALI Dimmable
Options
Correlated CCT: 3000K, CCT: 4000K, CCT: 5000K, CCT: 5700K
Colour
Temperature
(CCT)

Accessories

Microwave Sensor, PIR Sensor, PhotoElectric Cell, 10kV Surge Protection Device, 20kV Surge
Protection Device, Short Circuit Cap

Material of Housing Material: Aluminium

Housing

Operating Operating Temperature: -40°C to+50°C

Temperature

IES Data AES-03-PLO1-G3B-30W Type II-S Axial, AES-03-PLO1-G3B-30W Type IV-M Axial, AES-03-PLO1-G3B-
30W Type IlI-M Axial, AES-03-PLO1-G3B-30W Type II-M Axial, AES-03-PLO1-G3B-30W Type TPV
Axial

Product Options

ATTRIBUTE VALUES

Size - Length | Length: 699mmL

Size - Height | Height: 141mmH

Beam Angle | Beam Angle: 150°, Beam Angle: Type II-S - 151° x 81°, Beam Angle: Type 1I-M - 147° x 72°, Beam Angle:

Type llI-M - 156° x 71°, Beam Angle: Type IV-M - 100° x 65°
Dimming Non-Dimmable, DALI Dimmable
Options

Accessories

Microwave Sensor, PIR Sensor, PhotoElectric Cell, 10kV Surge Protection Device, 20kV Surge Protection
Device, Short Circuit Cap

Material of Housing Material: Aluminium

Housing

Operating Operating Temperature: -40°C to+50°C

Temperature

IES Data AES-03-PLO1-G3B-30W Type II-S Axial, AES-03-PLO1-G3B-30W Type IV-M Axial, AES-03-PLO1-G3B-30W

Type IlI-M Axial, AES-03-PLO1-G3B-30W Type [I-M Axial, AES-03-PLO1-G3B-30W Type TPV Axial

Certification and Compliance
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PLO2 Carpark Pole 8000mm Macedon Ranges

SP

Technical Specifications

ATTRIBUTE

VALUES

Product Options

ATTRIBUTE

VALUES

Certification and Compliance
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Lighting Calculations

Technical Specifications

ATTRIBUTE VALUES

Product Options

ATTRIBUTE VALUES

Certification and Compliance
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